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Designation

Order example

Pressure switch design
Pressure Switch GW…A5
Setting range
10 - 150 mbar
Contact material
Ag fine silver
Electrical connection
Equipment connector
Pressure connection
At position 12
Test nipple
MS 6

GW 150 A5 [Ag-G3-MS6-V12]

Pressure connection
V12 Pressure connection G 1/4

Position 12
V6 Pressure connectionG 1/4

Position 6

Test nipple
MS6 Test nipple at position 6

Electrical connection
G3 Equipment connector, 3 pol

protection-insulated, w/o grounding

Contact material
Ag Fine silver

Setting ranges [mbar]
    3  0,7   -     3
  10     2   -   10
  50     5   -   50
150   10   - 150
500 100   - 500

Pressure switch design
GW…A5

GW…A5/1

Pressure switch switches
when the setpoint is exceeded
or undershot.

Pressure switch with damping
nozzle switches on if the set
reference value is exceeded
or undershot.

GW 150 A5 [Ag-G3-MS6-V12]

 GW
 X

   X
   X
  X
X

Fastening holes

53,75 ± 0,2

3448
,5

Test nipple ø 9

Slot for O ring
10,5 x 2,25

2

Pressure connection
optionally with damping nozzle
for GW...A5/1

ø 4,2
1

2
3

44
,7

25
,2

42
,2

6,
5 18

12
,5

12,5
42

Seal Plug connection for line socket as per
DIN EN 175 301-803

13
,5

72
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Safety cover for plug-type connection

26


