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Reducţie excentrică Geberit HDPE, scurtă

 

Domenii de utilizare

• Pentru drenarea terenurilor
• Pentru drenarea clădirilor

Caracteristici

• Rezistent la UV

Date tehnice

Material PE-HD

Cod art. DN d, ø d1, ø A H h h1 K

361.558.16.1 50 / 40 50 mm 40 mm 0.5 cm 8 cm 3.5 cm 3.7 cm 2 cm

363.558.16.1 56 / 40 56 mm 40 mm 0.8 cm 8 cm 3.5 cm 3.7 cm 2 cm

363.561.16.1 56 / 50 56 mm 50 mm 0.3 cm 8 cm 3.5 cm 3.7 cm 2 cm

364.558.16.1 60 / 40 63 mm 40 mm 1.2 cm 8 cm 3.5 cm 3.7 cm 2 cm

364.561.16.1 60 / 50 63 mm 50 mm 0.7 cm 8 cm 3.5 cm 3.7 cm 2 cm

364.566.16.1 60 / 56 63 mm 56 mm 0.4 cm 8 cm 3.5 cm 3.7 cm 2 cm

365.558.16.1 70 / 40 75 mm 40 mm 1.8 cm 8 cm 3.5 cm 3.7 cm 2 cm

365.561.16.1 70 / 50 75 mm 50 mm 1.3 cm 8 cm 3.5 cm 3.7 cm 2 cm

365.566.16.1 70 / 56 75 mm 56 mm 1 cm 8 cm 3.5 cm 3.7 cm 2 cm

365.571.16.1 70 / 60 75 mm 63 mm 0.6 cm 8 cm 3.5 cm 3.7 cm 2 cm

366.561.16.1 90 / 50 90 mm 50 mm 2 cm 8 cm 3.5 cm 3.7 cm 2 cm

366.566.16.1 90 / 56 90 mm 56 mm 1.7 cm 8 cm 3.5 cm 3.7 cm 2 cm

366.571.16.1 90 / 60 90 mm 63 mm 1.3 cm 8 cm 3.5 cm 3.7 cm 2 cm

366.576.16.1 90 / 70 90 mm 75 mm 0.8 cm 8 cm 3.5 cm 3.7 cm 2 cm

367.558.16.1 100 / 40 110 mm 40 mm 3.4 cm 8 cm 3.5 cm 3.7 cm 2 cm

367.561.16.1 100 / 50 110 mm 50 mm 2.9 cm 8 cm 3.5 cm 3.7 cm 2 cm

367.566.16.1 100 / 56 110 mm 56 mm 2.6 cm 8 cm 3.5 cm 3.7 cm 2 cm

367.571.16.1 100 / 60 110 mm 63 mm 2.2 cm 8 cm 3.5 cm 3.7 cm 2 cm

367.576.16.1 100 / 70 110 mm 75 mm 1.6 cm 8 cm 3.5 cm 3.7 cm 2 cm

367.581.16.1 100 / 90 110 mm 90 mm 0.9 cm 8 cm 3.5 cm 3.7 cm 2 cm

368.561.16.1 125 / 50 125 mm 50 mm 3.6 cm 8 cm 3.5 cm 3.7 cm 2 cm

368.566.16.1 125 / 56 125 mm 56 mm 3.3 cm 8 cm 3.5 cm 3.7 cm 2 cm

368.571.16.1 125 / 60 125 mm 63 mm 2.9 cm 8 cm 3.5 cm 3.7 cm 2 cm

368.576.16.1 125 / 70 125 mm 75 mm 2.3 cm 8 cm 3.5 cm 3.7 cm 2 cm

368.581.16.1 125 / 90 125 mm 90 mm 1.6 cm 8 cm 3.5 cm 3.7 cm 2 cm

368.586.16.1 125 / 100 125 mm 110 mm 0.7 cm 8 cm 3.5 cm 3.7 cm 2 cm

369.586.16.1 150 / 100 160 mm 110 mm 2.3 cm 8 cm 3.5 cm 3.7 cm 2 cm
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Cod art. DN d, ø d1, ø A H h h1 K

369.588.16.1 150 / 125 160 mm 125 mm 1.6 cm 8 cm 3.5 cm 3.7 cm 2 cm

369.591.16.1 150 / 140 160 mm 140 mm 1 cm 8 cm 3.5 cm 3.7 cm 2 cm


