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Cod articol : Curve tolerance according to ISO 9906
60180360 H/m 7 Inaltime de pompare — K'55/200 gAp / kPa
Articol: 3 B
7 600
2K 55200 T-DIR IE3 607 E c6o
55 g
Date pompa B E 520
50 -4 E
MEI = 0,70 ] ;480
Diametru rotor: 45? ;440
. , 407 =400
Presiune nominala: 1000 kPa — c
7 360
Temperatura min. fluid 35 E
7 320
Temperatura max. fluid 304 E 280
Temperatura max. ambianta 25; E 240
Date de functionare cerute 20; ;zoo
3 =160
Debit : 15 E 20
naltime de pompare : 10 E 80
Fluid pompat : Apa 5 240
Temperatura fluid: 20°C 3 |« Domeniu de utilizare > E
0 R L L L A LA AR AL 0
Densitate 998.3 kg/m® 0 5 10 15 20 25 30 35 40 45 50Q/mh
Vascozitate cinematica: 1.005 mm?/s
Presiune de vapori: 2.34 kPa

Date disponibile:

Debit :

naltime de pompare :

Materiale
Corp pompa Fonta 200 UNI ISO 185
Suport Fonta 200 UNI ISO 185
Rotor Tecnopolimer B

Etansare mecanica

Garnitura OR

Arbore cu rotor

Disc intermediar

Carbon/Ceramica

Guarnital

AISI 304 X5 Cr Ni 1810 UNI 6900/71
Fonta 200 UNI'ISO 185

=
Il

>

WITHOUT the jockey pump, do not consider B1 and D.

Masa Okg

Date motor Dimensiuni de gabarit mm
Marca : DAB A 850
Putere nominala P2: 2 x 4kW B 720
Viteza nominala: 2880 1/min c 200
D 585
Tensiune nominala : 3~ 400V DNA DN 80
Curent nominal : 2 x 94A DNM DN 80
) E 425
Grad de protectie: IP 55
G 1005
H 1165
Racorduri pompa: 0 380
o P 260
Partea cu aspiratia: DN80 / 1000 kPa
Partea cu refularea: DN80 / 1000kPa

DAB PUMPS isi rezerva dreptul de a aduce modificari fara obligatia de instiintare in prealabil.
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2K 55/200 T -DIR IE3

Curve tolerance according to ISO 9906
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Partea cu aspiratia:
DN 80
1000 kPa

Partea cu refularea:
DN 80
1000 kPa

Debit :

inaltime de pompare :

Viteza nominala:

2880 1/min
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WITHOUT the jockey pump, do not consider B1 and D.
Dimensiuni in mm Racorduri pompa:
1 A 850
2 B 720 Aspiratie
3 Cc 200 DN 80
4 D 585 1000 kPa
5 DNA DN 80
6 DNM DN 80
7 E 425 Refulare
.
1 kP
10 |o 380 000 kPa
11 P 260
1
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