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Cod articol : Curve tolerance according to ISO 9906
105100124 Him Inaltime de pompare —ALP 2000 [ Ap / kPa
] 200
Articol: 20 - r
ALP 2000 M 16 160
Date pompa 12 T 120
Presiune nominala: 10 bar (1000 kPa) B L
8— —80
Temperatura min. fluid -15°C 7 L
Temperatura max. fluid 120 °C 4 [ 40
Temperatura max. ambianta 40°C N - — L
P -| | Domeniu de utilizare >|| =
K 0= - 0
Date de functionare cerute NPSH/ m 5 Valori NPSH
153
Debit : 105
535
inaltime de pompare : 0=
ni% 3 Hydraulic efficiency
Fluid pompat (%) : 3
Temperatura fluid: 20°C 30;
Densitate 998.3 kg/m? 157
Vascozitate cinematica: 1.005 mm?/s P, | kKW E Shaft power P2
Presiune de vapori: 2.34 kPa 0.4 E
B 7/
Date disponibile: 07\\\\‘\\\\‘\\\\‘\\\\‘\\H‘HH‘HH‘HH‘HH‘\\H

Debit :

inaltime de pompare :

NPSH :
Shaft power P2 :

Efficiency :

0 1 2 3 4

5 6 7 8 Q/m%h

DNM

Materiale

Corp pompa
Suport

Rotor

Etansare mecanica
Garnitura OR

Arbore cu rotor

Fonta 200 UNI ISO 185
Fonta 200 UNI ISO 185
Tecnopolimer
Carbon/Ceramica
Cauciuc EPDM

AISI 303 X10 CrNiS 1809 UNI 6900/71

Masa 14.5kg
Date motor Dimensiuni de gabarit mm
A 386 gl 8
Marca : DAB B 174
(o} 63
Putere nominala P2: 0.55 kW
H 250
Viteza nominala: 2870 1/min H1 125
Tensi inala : 1~ 220-240V 50 H. H2 125
‘ensiune nominala : - z H3 235
Curent nominal : 37A L 95
Grad de protectie: IP 55 Racorduri pompa:

2"G-M /
2"G-M /

Partea cu aspiratia:

Partea cu refularea:

10 bar (1000 kPa)
10 bar (1000 kPa)
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ALP 2000 M
Curve tolerance according to ISO 9906

Inaltime de pompare

— ALP 2000

H/mé %Ap/kPa
227 —220
213 =210
20| =200
193 =190
182 =180
473 =170
163 =160
155 =150
143 =140
13 £ 130
12 =120
E =110
105 =100
9= =90
8- =80
7= =70
6= =60
5= =50
4= £40
3= =30
25 =20

15 _ = £ 10
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NPSH/ m = Valori NPSH
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45

- w
o S
T T A A

P,/ kW T Shaft power P2

0.8+
0.6
] T
0.2
07H\\‘H\\‘\H\‘\H\‘\H\‘\\H‘\\H‘HH‘H\\‘H\\‘H\\‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘HH‘HH
0 05 1 15 2 25 3 35 4 45 5 55 6 65 7 75 8 85 9 Q/m’h
Date disponibile:
Partea cu aspiratia: Partea cu refularea: Debit : inaltime de pompare : Viteza nominala:
2"GM 2"GM 2870 1/min
10 bar (1000 kPa) 10 bar (1000 kPa)
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Dimensiuni in mm

Racorduri pompa:

1 A 386

2 B 174 Aspiratie

3 c 63 2"G-M

4 |H 250 10 bar (1000 kPa)
5 |Hi 125

6 |H2 125

7 H3 235 Refulare

8 L 95 2"G-M

9 |9I 8 10 bar (1000 kPa)
10

11
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