HELICAL INPUT

60.3

Cw
FROM
FRONT

S.R.B.F. SHAFT 2 WHEEL 70
30.15 30.15 BALL RACE MOTOR BEARINGS -
NOISE REDUCING GREASE 26.2 | 60.3 |
&) & © O
. 25
= 7 3.0
Rad. «
" "
o o
: M (©) |z
0 /
51O O ? A ZE o
B @) @\ s
NZ N EJ oW
_ || [ APPROVED o o
o ﬂ\ SIGNATURE DATE N
g — °C A" || ¢
| o (©)slo
N N =
& O @& | b N =
GEARBOX COVER 38
MOUNTING HOLES
TAPPED M5 103.0
6 POSITIONS
MOTOR SPEC TECHNICAL DATA

MEM 260 (230v 50Hz)
1.50” BOBBIN (NYLON — GLASS FILLED CLASS F)

SOLDERABLE POLYURETHANE WIRE (CLASS H, UL APPROVED)
125°C SELF RE—SETTING THERMOSTAT (UL APPROVED)

6.55mm MALE TAGS FITTED
COVER WITH GLASS CLOTH TAPE (CLASS F)

INFPUT POWER @ 230v 50Hz —
NOMINAL CURRENT @ 230v 50Hz — 0.45Amps
STALLED CURRENT @ 230v 50Hz — 0.65Amps
OUTPUT TORQUE @ 230v 50Hz — 27Nm
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SOFTING ITALIA
DESCRIPTION
T3 SC9—-150 4.75RPM 230v 50Hz

PART No

FB1137/




